eIZinc®
3

TEST CRITERIA FOR
ELZINC S STANDARD ROLLED ZINC:

Product Requirements

EN 988 Standard
CHEMICAL COMPOSITION

elZinc titanium zinc

DIMENSI

Zinc Zn 99,995 (Z1 as per DIN EN 1179) | Zn 99,995 (Z1 as per DIN EN 1179)
Copper 0.08 - 1.0% 0.08 - 0.2%

Titanium 0.06 - 0,2 % 0.07 - 0.12%

Aluminium max. 0.015% max. 0.015%

ONS/TOLERANCES FOR STANDARD PRODUCTS

Thickness of sheets/coils +0.08 mm +0.02 mm
Width of sheets/coils +2/-0mm +1/-0mm
Length of sheets +10/-0mm +2/-0mm

Straightness

max. 1,5 mm/m

max. 1,0 mm/m

Flatness

Yield strength elasticity (Rp 0,2)

max. 2 mm.

min. 100 N/mm?2

max. 2 mm.

MECHANICAL AND TECHNOLOGICAL PROPERTIES IN THE DIRECTION OF ROLLING

min. 110 N/mm?

Tensile strength (Rm) min. 150 N/mm?2 min. 150 N/m?
Breaking elongation (A50) min. 35% min. 40%
Vickers hardness (HV3) - min. 45

Bending test

No cracks at the edge of fold

No cracks at the edge of fold

Bending back after folding test

No cracks

Erichsen test

min. 7,5 mm

Remaining stretch in creeping
behaviour test (Rp0,1)

max. 0,1%

max. 0,1%




